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No trainedlqualified dagger 
watching and controlling the 

lift 
< Contractor competencies not 

checked by company i 

Physical 	 Individual 

Dogger and Crane Operator 
did not use the 

recommended bow shackle 

Poor design of bund area 
and crane access restriction 

created a complex lift 

Angle of slings exceeded 90' 
limit as stated by the OEM 

Safety hook gave way 
causing the pump to fall 

Worker dies after the pump 
falls on him  

Crane operator did not lift the 
load according to his training 

Worker had used 
methamphetamine prior to 

work 

Worker was standing in the 
drop zone 

Contractors unaware of the 
requirement for separate 

crane operator and dagger 

Pre-start meeting did not 
cover many of the controls 

listed in the task hazard 
analysis 

No barricade in place around 
lift zone 

No contract manager 
assigned for day to day 

management and 
supervision 

Labour hire company did not 
ensure workers were 

properly inducted prior to 
starting work 

National standards do not 
clearly define if chain blocks 

can be used as a sling 

P
re p

a
re

d
 fo

r D
e

partm
e
n
t of N

a
tural R

esources
, M

in
e

s
 an

d
 Energy 

E 	 

F 

66
0

2
. r

ag
w

aj
aQ

  `
m

e!
A

eL
j  A

p
ea

8  

MIM Copper (2013) 

Labour hire company did not 
implement any of its drug 

and alcohol policy, relied on 
site policy 


